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MATERIAL:
NOTES: _
1. FINISH TO CONFORM TO 03-062-00081. S 6061-T6 ALUMINUM
2. REMOVE ALL BURRS AND SHARP EDGES. MILL FINISH
3. UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE RELATED TO DATUM A (PRIMARY), DATUM B (SECONDARY) AND MASS:
DATUM C (TERTIARY). 43.588 g
4. DIMENSIONAL LIMITS APPLY AFTER PLATING/PAINTING. UNLESS OTHERWISESPECFED | AUTHOR DATE 505 Mohturray Road
5. REMOVE ANODIZE AND APPLY CLEAR ALODINE PER 03-062-00081 TO AREAS INDICATED. e E.C.DESROCHERS | 28/JAN 2019 @E AN 'II;ELEDXNE DAILS'?%” canarskrica, ON
6. ENGRAVE, LASER MARK, OR INDELIBLY MARK PART NUMBER AS SHOWN. : APPROVED BY verywhereyouloo Phone: (519) 8666000
7. ENGRAVE, LASER MARK, OR INDELIBLY MARK VENDOR CODE AND BATCH NUMBER WHERE SHOWN. ASME Y14.5M-1994 o teleclynecalsa.com
8. FOR UNDIMENSIONED FEATURES: 3. TOLERANCES: TITLE
'_CAD IS BASIC ' LINEAR  £0.15 1/4-20 Mounting Bracket
- ALL SURFACES \ N \ 0.3 \ A \ B \ C \ ANGLES 0.5 APPLICATION/PROJECT
9. PART NUMBERS WITH A "-R" SUFFIX MUST BE COMPLIANT TO EU DIRECTIVE 2011/65/EU (ROHS). SURFACE FINISH 32 EUCLID DWG NO. SCALE 11 REV
A MATERIAL COMPOSITION STATEMENT REFERENCING THE PART NUMBER IS REQUIRED FOR EACH PROPRIETARY EU-1-4-BRACKET |, o wien rrinreo on sz parer A
NEW OR REVISED PART. EMAIL STATEMENTS TO "TDI_COMPONENT.COMPLIANCE@TELEDYNE.COM". TS DOCUMENT AND THE INFORMATION I CONTANS ARE PROPRETARY T0 TELEDYNE DALSAING. THS DOGUENT | PART NO. SIZE
10. VENDOR TO RETAIN RECORDS OF 100% FIRST ARTICLE INSPECTION OF TWO RANDOM SAMPLES FOR EACH BATCH. FROM TELEOYRE DACOA ‘ ’ SHEET 1 OF 1 B
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